
70 GS-66E NEW PRODUCT PREVIEW

For internal use only

• Virtual Dolby Surround
• P in P/P & P (1 tuner)
• 100 Hz Digital Scan Technology
• Toptext
• Teletext level 2.5 with 300 page memory
• AV Link for Easy Operation with VCR
• Digital Gamma Correction
• Multi Scan Function
• SHARP TV-Guide
• Digital Comb Filter
• Graphic Equaliser
• NICAM/IGR (German) Dual Stereo
• Automatic Volume Correction
• Front AV/Game Input Terminal with S-VIDEO Terminal
• Twin-Scart Terminal (RGB 21-Pin + AV 21-Pin)
• Headphone Sound Control

28“ (70 cm) Colour TV

Sharp reserves the right to make design and specification changes for product improvement without prior notice

VHF: E2-E12, UHF: E21-E69, CATV: S1-S41 (Hyperband)
VHF: F2-F12, UHF: F21-F69, CATV: S1-S41 (Hyperband)
UHF: IR A-J, VHF: A-I, CATV: CC01-CC68 (Hyperband)
VHF: E2-E12 (OIRT R1- R12), UHF: E21-E69, CATV: S1-S41 (Hyperband)

Receiving System PAL/SECAM-B/G, SECAM-L/L’, PAL-DK, SECAM-DK, PAL-I, NTSC Video-in

Picture Tube 70 cm (28”) “Black Matrix˝ (visible screen size: 66 cm), 110o deflection

Speakers 12.6 x 5.6 cm x 2 pcs

Audio Output 10 W (MPO) x 2 pcs

Power Source AC 220 - 240 V, 50 Hz

Power Consumption 84 W (Stand-by 1 W)

Dimensions 736 (W) x 570 (H) x 471 (D) mm

Weight 31 Kg

Receiving Channels

Product appearance is subject to change. Screen image simulated.
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