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FR601G~FR606G 
GLASS PASSIVATED JUNCTION FAST SWITCHING RECTIFIERS 

Voltage Range 50 to 800 Volts 
Current 6.0 Amperes U P M  

 

3 F 

2 A 50 

DO-41 Plastic package has Underwriters Laboratory 
Flammability Classification 94V-O utilizing 
Flame Retardant Epoxy Molding Compound. 
Glass passivated junction in P600 package. 
Exceeds environmental standards of MIL-S-19500/228 
6 ampere operation at TA=60°C with no thermal runaway. 
Fast switching for high efficiency. 
Pb free product are available : 99% Sn can meet Rohs environment 
substance directive request 

Case: Molded plastic, P600 
Terminals: Axial leads, solderable to MIL-STD-202G,Method 208 
Polarity: Color Band denotes cathode end 
Mounting Position: Any 
Weight: 0.07 ounce, 2.1 gram 
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Features 

Mechanical Data 

R-6

Dimensions in millimeters

  

NOTES: 

Ratings at 25OC ambient temperature unless otherwise specified.Resistive or inductive load, 60Hz. 
Maximum Ratings and Electrical Characteristics 

1. Reverse Recovery Test Conditions: IF=.5A, IR=1A, Irr=.25A 
2. Measured at 1 MHz and applied reverse voltage of 4.0 VDC 
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Fig.1-FORWARD CHARACTERISTICS Fig.2-FORWARD CURRENT DERATING CURVE

Fig.3-TYPICAL JUNCTION CAPACITANCE Fig.4-PEAK FORWARD SURGE CURRENT


