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LOW VALUE FLAT CHIP RESISTOR

IRC proprietary low
value resistance film
system

High conductivity plated wrap
around termination

CONSTRUCTION & MECHANICAL DIMENSIONS:

LRC / LRF SERIES

•••••               Standard 2512,  2010 and 1206 sizes   s

•••••               Resistance values down to 0.003 ohms

•••••               Leach resistant solder-plated copper wrap-around termination

•••••               Low inductance - less than 0.2nH

•••••               Standard EIA Tape - 1206 = 8mm;  2010 or 2512 = 12mm

SPECIFICATIONS:

EZIS L W H D mottobD

6021RL
.ni 210.0±621.0 800.0±460.0 400.0±420.0 010.0±910.0 010.0±910.0

mm 503.0±02.3 302.0±36.1 201.0±160.0 52.0±84.0 52.0±84.0

0102RL
.ni 510.0±602.0 010.0±401.0 400.0±920.0 010.0±910.0 010.0±910.0

mm 83.0±32.5 52.0±46.2 1.0±47.0 52.0±84.0 52.0±84.0

2152RL
.ni 510.0±652.0 010.±821.0 400.0±920.0 010.0±910.0 010.0±910.0

.mm 83.0±05.6 52.0±52.3 1.0±47.0 52.0±84.0 52.0±84.0

5221RL
.ni 010.0±821.0 510.0±652.0 400.0±920.0 010.0±020.0 500.0±130.0

.mm 52.0±52.3 83.0±5.6 1.0±47.0 52.0±84.0 21.0±97.0
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5.0 002 C°04 mm03 2

0102RL 1ot300.0 0.1 002 C°08 mm03 2

2152RL 1ot300.0 *0.2/5.1 002 C°09 mm001 2

5221RL 01.0ot300.0 0.2 002 C°08 mm002 2
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Resistive Element

Copper Termination

60/40 Solder Plating

Nickel Barrier Layer

Copper Wraparound 
Termination

Alumina Substrate
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Recommended Solder Pad DimensionsEnvironmental Performance

Pulse and Surge Capability

Surge or Repetitive Pulse Duration
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Average power
dissipation
should not
exceed normal
70°C rating

LRC 2010  1 wattLRC 1206  0.5 watts

LRC 2512  2 watts
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LRC / LRF SERIES

.MID 6021RL 0102RL 2152RL 5221RL

A
.ni 080.0 021.0 541.0 503.0

mm )0.2( )50.3( )7.3( )57.7(

B
.ni 061.0 552.0 503.0 571.0

mm )0.4( )5.6( )57.7( )54.4(

C
.ni 050.0 060.0 060.0 60.0

mm )52.1( )5.1( )5.1( )5.1(

Derating Curve
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MODEL

HOW TO ORDER
Sample Part Number:   LRC -  LR  2010 - 01 - R040  - J

 LR  = Resistance ranges above .025 ohm
LRF = Resistance range .025 and below

SIZE:
1206, 2010, 2512, 1225

TCR CHARACTERISTIC
01 = ±100 ppm/oC  (Standard)

TOLERANCE
F = ±1%; G = ±2%; J = ±5%; K = ±10%

Standard MIL code with “R” signifying decimal place.
RESISTANCE CODE


