OMNIDIRECTIONAL MICROPHONE
THERAEFTAERE

FEATURES Ha

+ Omnidirectional type =iEait
APPLICATIONS ERE®

» Useful for almost any type of telephone and BRI OSERs E AR

other applications

OBO-04FN-0B OBO-04FP-0B

[ Vs=4.5V, RL=2.2KQ [l Vs=1.5Y, RL=1.5KQ

SENSITIVITY B OE []-38+3dB [1-40%3dB [] -42+3dB [] -44+3dB
F=1KHz 0dB=1V/Pa

SENSITIVITY REDUCTION HEIER Within -3dB at 1.5V compare to 3.0V
FREQUENCY 48 b7 50~16,000Hz
MAX. WORKING VOLTAGE ~ mJATL{FEE Max. 10V
CURRENT CONSUMPTION SHIE Max. 0.5mA
S/N RATIO = I Ik More than 60dB
STORAGE TEMPERATURE BERE -25°C to +70°C &
= - =
WEIGHT == = Max. 1.0gm st
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FET impedance FET impedance é
(I:nnverler F‘\ Term.1 ﬁ B Output } IConverter D Term.1 I ﬁ Output ;
Schematic Diagram HITE=ERE ECL ~ Bk Vs Ecm[ !R" +Vs g
unit unit a’
Term.2 Ground Term.2 Ground 3
. Shicld case RL=2.2K (External resistor) Shield case RL=1.5K & (Extemal resistor)
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