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FR601 THRU FR607
FAST RECOVERY RECTIFIER
REVERSE VOLTAGE:
50 to 1000 VOLTS
FORWARD CURRENT:
6.0 AMPERE
FEATURES
· Low cost · Diffused junction · Low forward voltage drop · High current capability · Fast switching for high efficiency · Exceeds environmental standards of MIL-S-19500/228
MECHANICAL DATA
Case: Molded plastic, R-6 Epoxy: UL 94V-O rate flame retardant Lead: Axial leads, solderable per MIL-STD-202, method 208 guaranteed Polarity: Color band denotes cathode end Mounting position: Any Weight: 0.07ounce, 2.1gram
R-6
(25.4) 1.0 MIN
.052 (1.3) .048 (1.2)
(9.1) .360 (8.6) .340
(25.4) 1.0 MIN
.360 (9.1) .340 (8.6)
Dimensions in inches and (millimeters)
Maximum Ratings and Electrical Characteristics
Ratings at 25℃ ambient temperature unless otherwise specified. Single phase, half wave, 60HZ, resistive or inductive load. For capacitive load, derate current by 20%.
Maximum Recurrent Peak Reverse Voltage
Maximum RMS Voltage
Maximum DC Blocking Voltage
Maximum .
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