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Preliminary Data Sheet
NX8346TB
LASER DIODE 1 310 nm AlGaInAs MQW-DFB LASER DIODE FOR 10 Gb/s APPLICATION
R08DS0032EJ0300 Rev.3.00
Dec 13, 2013
DESCRIPTION

The NX8346TB is 1 310 nm Multiple Quantum Wells (MQW) structured
Distributed Feed-Back (DFB) laser diode TOSA (transmitter optical subassembly) with InGaAs monitor PIN-PD in a receptacle type package designed for SFP+/XFP transceiver.
APPLICATIONS
ts • 10 G BASE-LW/LR
• 10 G Fibre Channel • SONET OC-192
FEATURES
c • Internal optical isolator
• Optical output power
u • Low threshold current
• Wide operating temperature range
EOL prod • InGaAs monitor PIN-PD
Pf = −2 dBm lth = 8 mA TYP. @ TC = 25°C TC = −20 to +95°C
The mark  shows major revised points. The revised points can be easily searched by copying an "" in the PDF file and specifying it in the "Find what:" field.
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NX8346TB PACKAGE DIMENSIONS (UNIT: mm)
Chapter Title
NX8346TB
φ 5.0 φ 2.99 φ 2.92
BOTTOM V.
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NX8346TB PACKAGE DIMENSIONS (UNIT: mm)
Chapter Title
NX8346TB
φ 5.0 φ 2.99 φ 2.92
BOTTOM VIEW 5.6
4.65 2.8
1.75 (4.05) 5.15 8.7
ts φ3.5±0.04
φ 3.5±0.1
OPTICAL REFERENCE PLANE
18.17
1.0 MAX.
3±0.1 5.55 MAX.
1.3 1.35 0.55
c φ 5.2±0.05
φ 4.7±0.05
odu φ5.2±0.05
GND surface
1.0±0.2
φ 5.6±0.05
(18.3 MAX.)
Signal surface
0.13 2–3.77
1.5
2–1.6
GND
5–0.79 6–0.45
PD Cathode GND
LD Cathode LD Anode GND NC
r Remarks1. Receptacle is electrically isolated from CAN.
2. Characteristic impedance of flexible printed circuit is 25 Ω.
p 3. NX8346TB has no matching resistor installed. .
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