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MC13017
Product Preview
NTSC/PAL Chroma 10 Color TV and Timebase Processor
The MC13017 consists of all the necessary circuits for TV NTSC/PAL decoding and timebase processing. It forms a kit set with the MC44301 VIF and the TDA3190 Sound IF and Power for a low cost, high performance CTV system. • On–Chip Sync Separator
NTSC/PAL CHROMA 10 COLOR TV and TIMEBASE PROCESSOR
SEMICONDUCTOR TECHNICAL DATA
• • • • • • • • • • • •
Dual Loop Horizontal Timebase Direct Locked Vertical Counter X–Ray Protection Noise Blanking on Sync Separator NTSC/PAL Color Decoding Direct Interface with SECAM TDA3030B 4.43/3.579 MHz Crystal Reference Three DC High Impedance Control Outputs for Contrast, Brightness, and Saturation 12 V Supply Vertical Ramp Buffer Output Sandcastle Output Hue Control PIN CONNECTIONS
VCC3 1 V. Gnd 2 V. Feedback 3 V. Out 4 Buffer Ramp 5 Ramp Cap 6 V. Height 7 Sync Sep Cap 8 Unit V 5C °C V Sync I/P 9 Luma I/P 10 VCC1 + 12 V 11 Hue 12 Chroma I/P 13 .
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MC13017
Product Preview
NTSC/PAL Chroma 10 Color TV and Timebase Processor
The MC13017 consists of all the necessary circuits for TV NTSC/PAL decoding and timebase processing. It forms a kit set with the MC44301 VIF and the TDA3190 Sound IF and Power for a low cost, high performance CTV system. • On–Chip Sync Separator
NTSC/PAL CHROMA 10 COLOR TV and TIMEBASE PROCESSOR
SEMICONDUCTOR TECHNICAL DATA
• • • • • • • • • • • •
Dual Loop Horizontal Timebase Direct Locked Vertical Counter X–Ray Protection Noise Blanking on Sync Separator NTSC/PAL Color Decoding Direct Interface with SECAM TDA3030B 4.43/3.579 MHz Crystal Reference Three DC High Impedance Control Outputs for Contrast, Brightness, and Saturation 12 V Supply Vertical Ramp Buffer Output Sandcastle Output Hue Control PIN CONNECTIONS
VCC3 1 V. Gnd 2 V. Feedback 3 V. Out 4 Buffer Ramp 5 Ramp Cap 6 V. Height 7 Sync Sep Cap 8 Unit V 5C °C V Sync I/P 9 Luma I/P 10 VCC1 + 12 V 11 Hue 12 Chroma I/P 13 ACC 14 DL E 15 DL C 16 Sat 17 ID 18 V I/P 19 U I/P 20 (Top View) 15 10 0 to +70 – 55 to +125 8.0 4.0 40 VCC2 39 H. Gnd 38 H. O/P 37 PD2 36 H. Flyback 35 PD1 34 H. Freq 33 X–Ray 32 Contrast 31 Brightness 30 Sandcastle Pulse 29 R O/P 28 G O/P 27 B O/P 26 DC Ref & BL 25 Gnd 24 Xtal FB 23 Xtal Drive 22 VCO FLT 21 90° FLT
40 1
P SUFFIX PLASTIC PACKAGE CASE 711
MAXIMUM RATINGS (TA = 25°C, unless otherwise noted.)
Rating Power Supply Voltages Operating Temperature Range Storage Temperature Range Hori.
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