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DIP Switches
ADE Series, Extended Actuator, THT
Features
I I I I
Extremely high contact pressure system allows aqueous or solvent cleaning without tape seal Gas tight contacts Auto insertable Shipped in the OFF position
DIP Switches
Typical performance characteristics
Contact configuration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SPST Contact rating, non-switching (max) . . . . . . . . . . . . . . . 1 Amp @ 5 VDC Contact rating, switching (max) . . . . . . . . . . . . . . . . . 100 mA @ 24 VDC Contact rating, switching (min) . . . . . . . . . . . . . . . . . . . . 0.1 μA @ 1 mV Electrical life. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,000 cycles Mechanical life. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,000 cycles Contact resistance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . max 50 mOhm Insulation resistance . . . . . . . . . . . . . . . . . . . . . . . . . . . min 1000 MOhm .
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Contact configuration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SPST Contact rating, non-switching (max) . . . . . . . . . . . . . . . 1 Amp @ 5 VDC Contact rating, switching (max) . . . . . . . . . . . . . . . . . 100 mA @ 24 VDC Contact rating, switching (min) . . . . . . . . . . . . . . . . . . . . 0.1 μA @ 1 mV Electrical life. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,000 cycles Mechanical life. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,000 cycles Contact resistance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . max 50 mOhm Insulation resistance . . . . . . . . . . . . . . . . . . . . . . . . . . . min 1000 MOhm Dielectric strength . . . . . . . . . . . . . . . . . . . . . . . . . . . . 500 VAC for 1 min Actuation force . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.0 N (800 gf) max Actuator travel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.30 mm (.051)
Environmental specification
Operating temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . . -30 to +85°C Storage temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -45 to +100°C So.
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